
 

HANDLING PRECAUTIONS: 
Standard Personal Protection Equipment should be used when handling this material including gloves and safety goggles.  Avoid contact with skin or eyes and do not ingest. 
Use with adequate ventilation and avoid prolonged inhalation of the vapors.  
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GRANSEAL 91X 
Architectural Sealer / Color Enhancer 

 

GranSeal 91X is a high solids color enhancer for stone, 
brick and similar porous substrates. GranSeal 91X is 
specially formulated to seal and protect most masonry 
surfaces while imparting a high gloss, “wet look” 
enhancement. Its unique cross-linking mechanism 
ensures superior durability with outstanding abrasion 
and scratch resistance.   
 
 

Outstanding Attributes 
 

 Great Surface Penetration and Leveling Without the Need for 
Additional Wetting Agents 

 Fast Drying and Curing 
 Excellent Water, Stain and Chemical Resistance 
 Low VOC 
 Freeze/Thaw Stable  
 Minimizes Costly Surface Preparation 

 

 

 

 

 

 

 

TYPICAL PROPERTIES: 
Appearance Milky White Liquid 
% Solids 41 - 44 
Specific Gravity /WPG 1.04 / 8.75 
pH 8.75 
Viscosity (#3, 100 rpm @ 25C) 200 - 325 
Solubility Soluble in Water 

Recommended Applications: 

 Color Enhancer 
 Water & Stain Repellent 

 
 
 
 
 
 
 
 

Compatible Substrates: 

 Concrete 
 Brick Paver 
 Granite 
 Travertine 
 Limestone 
 Terrazzo 


